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CONSTRUCTION SEQUENCE

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING A GRADING PERMIT AND ANY OTHER PERMITS REQUIRED PRIOR TO

BEGINNING CONSTRUCTION.

2. THE CONTRACTOR SHALL INSTALL SILT FENCE, DIVERSIONS, SEDIMENT TRAPS, AND CONSTRUCTION EXIT AS SHOWN ON THE

EROSION AND SEDIMENT CONTROL PLAN AND IN AREAS THAT WILL HAVE SILT LADEN RUNOFF.

3. THE CONTRACTOR SHALL STRIP TOPSOIL AND VEGETATION IN AREAS WHERE ENGINEERED FILL IS TO BE PLACED AS SHOWN ON THE

GRADING PLAN AND CLEARING AND GRUBBING SHALL BE KEPT TO MINIMUM IN ALL OTHER REMAINING AREAS IN THE CONSTRUCTION

LIMITS.

4. THE CONTRACTOR SHALL CONSTRUCT PROJECT FACILITIES IN ACCORDANCE WITH APPROVED CONSTRUCTION DRAWINGS, WHILE

MAINTAINING EROSION AND SEDIMENT CONTROL MEASURES.  ADDITIONAL MEASURES SUCH AS INLET PROTECTION FOR STORM

STRUCTURES SHALL BE INSTALLED AS CONSTRUCTION PROCEEDS, SEDIMENT TRAPS AND DIVERSIONS SHALL BE MAINTAINED WITH

PROGRESSION OF CUT/FILL.

5. DISTURBED AREAS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS CEASED FOR MORE THAN 15 DAYS SHALL BE TEMPORARILY

SEEDED AND WATERED.  IF IT IS NOT POSSIBLE TO PRODUCE AN EROSION-RETARDANT COVER WITH SEED DUE TO THE GROWING

SEASON STABILIZATION WITH MULCH SHALL BE UTILIZED.

6. THE CONTRACTOR SHALL ESTABLISH VEGETATION IN ACCORDANCE WITH THE SEEDING SCHEDULE IN AREAS WHERE GRADING IS

COMPLETE TO PREVENT EROSION.  A VIGOROUS STAND OF VEGETATION SHALL BE ESTABLISHED ON ALL SLOPES.

7. THE CONTRACTOR SHALL CHECK AND MAINTAIN ALL EROSION CONTROL MEASURES DAILY AND AFTER EACH RAINFALL.  THE

CONTRACTOR SHALL REPAIR OR REPLACE ANY DAMAGED MEASURES.

8. ALL OFF-SITE OR STREET SEDIMENT DEPOSITS OCCURRING AS A RESULT OF CONSTRUCTION ACTIVITIES OR A STORM EVENT SHALL

BE CLEANED UP AFTER EACH WORK DAY AND WITHIN NO LATER THAN 24 HOURS OF THE OCCURRENCE.

9. THE CONTRACTOR SHALL REMOVE ALL TEMPORARY EROSION CONTROL MEASURES AFTER CONSTRUCTION IS COMPLETED AND A

HEALTHY STAND OF VEGETATIVE COVER HAS BEEN ESTABLISHED ON ALL SLOPES.

CONSTRUCTION NOTES

1. THE PROJECT SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST EDITION OF THE TENNESSEE EROSION AND SEDIMENT

CONTROL HANDBOOK, AS APPLICABLE.

2. FOR DETAILS NOT PROVIDED REFER TO THE LATEST EDITION OF THE TENNESSEE EROSION CONTROL HANDBOOK.

3. SEDIMENT SHALL BE REMOVED FROM THE SEDIMENT TRAP WHEN 50% OF ITS CAPACITY IS USED.  ALL MATERIAL REMOVED SHALL BE

PLACED BACK ON-SITE OR TAKEN TO ANOTHER SITE WITH AN APPROVED AND FUNCTIONING SEDIMENT CONTROL PLAN.  SPOIL FROM

THIS SITE SHALL BE TAKEN TO THE SITE PERMITTED PREVIOUSLY BY TDEC, TNR 160044.

SPILLS AND NON-STORMWATER CONTINGENCIES

1. CONSTRUCTION VEHICLES SHALL CLEAN MUD FROM THEIR TIRES AND BODY ON-SITE SO THAT THE SEDIMENT WILL FLOW TO THE

WASH PIT NEAR THE CONSTRUCTION EXIT AND/OR THE SEDIMENT CONTROL DEVICES.  ANY SEDIMENT THAT ENDS UP IN THE STREET OR

OTHER PLACES OFF-SITE SHALL BE CLEANED UP WITH A SHOVEL AND BROOM OR OTHER MEANS BEFORE THE NEXT RAINFALL BUT

SHALL NOT BE WASHED AWAY USING WATER.  THE CLEANED UP SEDIMENT SHALL BE PLACED BACK ON-SITE OR TAKEN TO ANOTHER

SITE WITH AN APPROVED AND FUNCTIONING SEDIMENT CONTROL PLAN.

2. VEHICLES AND EQUIPMENT SHALL BE FUELED ON-SITE NEAR THE CONSTRUCTION EXIT IN A DESIGNATED CONTAINMENT AREA.  CLEAN

UP ANY FUEL SPILL IMMEDIATELY.  CONTAMINATED SOILS WILL BE PLACED ON HEAVY PLASTIC AND COVERED OR PLACED IN APPROVED

CONTAINERS TO PREVENT CONTACT WITH STORMWATER.  ALL FUEL TANKS SHALL BE STORED IN THE CONTAINMENT AREA.  ALL OIL,

OTHER VEHICLE FLUIDS, SOLVENTS, PAINT, ETC. SHALL BE STORED IN A CONSTRUCTION TRAILER OR OTHER APPROVED CONTAINER.

3. ABSORBENT MATERIAL (FOR LAND BASED SPILLS), BOOMS (FOR SPILLS INTO WATERWAYS), AND OTHER HAZARDOUS MATERIAL

CLEANUP TOOLS AS NECESSARY SHALL BE AVAILABLE FOR IMMEDIATE USE IF AN ON-SITE SPILL OCCURS.  IF A SPILL OF HAZARDOUS

MATERIALS OCCURS, THE SPILL SHALL BE CONTAINED IMMEDIATELY AND THEN COMPLETELY CLEANED UP.  IF THE SPILL HAS ENTERED

A WATER SOURCE, SINKHOLE, STORM DRAIN, OR OTHER STORMWATER CONVEYANCE, THE LOCAL GOVERNMENT AUTHORITY SHALL BE

CONTACTED IMMEDIATELY.  ANY CONTAMINATED MATERIAL FROM THE CLEANUP SHALL BE DISPOSED OF IN ACCORDANCE WITH ALL

STATE LAWS.

4. READY-MIX CONCRETE TRUCKS SHALL WASH OUT THEIR EQUIPMENT IN A DESIGNATED WASH PIT NEAR THE CONSTRUCTION EXIT.

THIS WASH PIT IS TO TRAP THE CONCRETE AND ITS WASH.  THE CONTRACTOR SHALL MAINTAIN THIS PIT(S) AS NECESSARY TO ALWAYS

HAVE AT LEAST 50% VOLUME.  ANY MATERIAL REMOVED FROM THE WASH PIT SHALL BE USED FOR FILL MATERIAL ON-SITE OR DISPOSED

OF IN ACCORDANCE WITH ALL STATE AND FEDERAL REGULATIONS.  WASH FROM THE CONCRETE TRUCKS AND ANY OVERFLOW FROM

THE WASH PIT SHALL NOT BE ALLOWED TO DISCHARGE TO A SEDIMENT BASIN, TRAP, POND STORM DRAIN, DITCH, STREAM, OTHER

STORMWATER CONVEYANCE, OR TO WATERS OF THE STATE INCLUDING BOTH SURFACE AND GOUNDWATER.

5. ALL HAZARDOUS MATERIALS SUCH AS EMPTY OR PARTIALLY EMPTY PAINT CANS, OIL CANS, FILTERS, CLEANING FLUIDS, ETC. SHALL

BE DISPOSED OF BY TAKING THEM TO A PERMITTED HAZARDOUS MATERIAL DISPOSAL SITE IN ACCORDANCE WITH STATE LAWS.

6. THE WASHING OF PAINT TOOLS OR OTHER HAZARDOUS MATERIAL EQUIPMENT MUST BE PERFORMED AND DISPOSED OF IN

ACCORDANCE WITH ALL STATE AND FEDERAL REGULATIONS.  THE CLEANING RESIDUE FROM SUCH EQUIPMENT IS HAZARDOUS AND CAN

NOT BE DISCHARGED ONTO THE GROUND OR INTO A SEDIMENT BASIN, TRAP, POND, STORM DRAIN, DITCH, STREAM, OTHER

STORMWATER CONVEYANCE, OR TO WATERS OF THE STATE INCLUDING BOTH SURFACE AND GROUNDWATER AND SHALL BE DISPOSED

OF IN ACCORDANCE WITH STATE LAWS.

7. LITTER, CONSTRUCTION MATERIALS, CONSTRUCTION DEBRIS, CONSTRUCTION CHEMICALS, AND OTHER HAZARDOUS MATERIALS

EXPOSED TO STORM WATER SHALL BE PICKED UP PRIOR TO ANTICIPATED STORM EVENTS OR BEFORE BEING CARRIED OFF OF THE SITE

BY WIND (E.G., FORECASTED BY LOCAL WEATHER REPORTS), OR OTHERWISE PREVENTED FROM BECOMING A POLLUTANT SOURCE

FROM STORM WATER DISCHARGES. LITTER, CONSTRUCTION MATERIALS, CONSTRUCTION DEBRIS, CONSTRUCTION CHEMICALS, AND

OTHER HAZARDOUS MATERIALS SHALL NOT BE ALLOWED TO ENTER A SEDIMENT BASIN, TRAP, POND, STORM DRAINS, DITCH, STREAM,

OTHER STORMWATER CONVEYANCE, OR TO WATERS OF THE STATE.  THIS CAN BE ACCOMPLISHED BY SCREENING OUTFALLS, DAILY

PICKUP OR CLEANUP, OR THEIR METHODS.

8. AFTER THEIR USE, MATERIALS USED FOR EROSION PREVENTION AND SEDIMENT CONTROL SHOULD BE REMOVED OR OTHERWISE

PREVENTED FROM BECOMING A POLLUTANT SOURCE FOR STORM WATER DISCHARGES.

9. SEDIMENT CONTROLS SHALL BE PROVIDED FOR ANY WATER DISTRIBUTION OR WASTE DISPOSAL SYSTEM ON-SITE INCLUDING

SANITARY SEWER OR SEPTIC SYSTEMS.


